INSTALLATION INSTRUCTION

VAN

BEFORE YOU START INSTALLATION, PLEASE READ CAREFULLY
AND STOP THE FOLLOWING INSTRUCTIONS

1. PLEASE SHARE AND GROUP ALL THE PARTS TO MAKE SURE THAT THE PACKAGE CONTAINS ALL OF THESE

ITEMS.

2. IN ORDER TO AVOID ALL SORTS OF DAMAGE DURING ASSEMBLY, PLEASE SPREAD A SOFT PAD.
3. FOLLOW THE STEP BY STEP IN ACCORDANCE WITH THE INSTALLATION INSTRUCTION.

4. PLEASE USE THE WASHERS.
5.DO NOT OVER-TIGHTEN NUTS AND BOLTS DURING ASSEMBLY.

6. NUTS AND BOLTS SHOULD BE FINALLY TIGHTENED AFTER ATTACHING ALL THE ELEMENTS.

PARTS LIST TOOL LIST

G — - —— e — M6 X 35MM

13PCS

A ﬂ 1PC
B ﬁ 1PC
c @ 1PC
D @ 1PC
E & 1PG
F 3PCS

1PC
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The next stage of assembly
. i o i i Do not tighten the screw until you start the next
Step 1. Install the appropriate screws but do not tighten them completely at the beginning
assembly during installation.
Step 2. Tighten all bolts completely one by one.
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Step 1. Install the appropriate screws but do not tighten them Do not tighten the screw until you start
completely at the beginning & the next assembly during installation.
Step 2. Tighten all bolts completely one by one.

MAINTENANCE AND CLEANIN

CLEANING: WIPE WITH A DAMP CLOTH. DO NOT USE BLEACH, SOLVENTS OR ABRASIVE CLEANERS ON THE PART OF THE FRAME OR MADE

OF WICKER.
2 WHEN THE VARIABLE WEATHER AND WINTER, WE STRONGLY RECOMMEND TO SOFA WAS SORTED IN A DRY PLACE UNDER THE HOOD.

BEFORE STORAGE, PLEASE MAKE SURE THAT THE SOFA IS CLEAN AND DRY.
3 IF YOU HAVE DAMAGED TO PARTS OF METAL, IT IS RECOMMENDED THAT USE OF PAINT FOR DISPOSAL OF RUST OR SIMILAR.

4 YOU MUST PERIODICALLY CHECK AND ENSURE THAT THE SCREWS ARE FULLY TIGHTENED.
51T IS RECOMMENDED THAT YOU USE THE APPROPRIATE COVERINGS FOR FURNITURE IN ORDER TO EXTEND THEIR OPERATION.
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INSTALLATION INSTRUCTION

Q BEFORE YOU START INSTALLATION, PLEASE READ CAREFULLY
AND STOP THE FOLLOWING INSTRUCTIONS

1. PLEASE SHARE AND GROUP ALL THE PARTS TO MAKE SURE THAT THE PACKAGE CONTAINS ALL OF THESE
ITEMS.

2. IN ORDER TO AVOID ALL SORTS OF DAMAGE DURING ASSEMBLY, PLEASE SPREAD A SOFT PAD.
3. FOLLOW THE STEP BY STEP IN ACCORDANCE WITH THE INSTALLATION INSTRUCTION.
4. PLEASE USE THE WASHERS.

5. DO NOT OVER-TIGHTEN NUTS AND BOLTS DURING ASSEMBLY.
6. NUTS AND BOLTS SHOULD BE FINALLY TIGHTENED AFTER ATTACHING ALL THE ELEMENTS.

LIST OF PARTS LIST OF TOOLS

——— - —— ) M6 X 35MM

A 1PC C 6PCS

—

B 2PCS D 1PC




Step 1. Step 1. Install the appropriate screws but do not tighten them Do not tighten the screw until you start
completely at the beginning & the next assembly during installation.

Step 2. Tighten all bolts completely one by one.
Step 1
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MAINTENANCE AND CLEANING

1 CLEANING: WIPE WITH A DAMP CLOTH. DO NOT USE BLEACH, SOLVENTS OR ABRASIVE CLEANERS ON THE PART OF THE FRAME OR MADE
OF WICKER.

2 WHEN THE VARIABLE WEATHER AND WINTER, WE STRONGLY RECOMMEND TO SOFA WAS SORTED IN A DRY PLACE UNDER THE HOOD.
BEFORE STORAGE, PLEASE MAKE SURE THAT THE SOFA IS CLEAN AND DRY.

3 IF YOU HAVE DAMAGED TO PARTS OF METAL, IT IS RECOMMENDED THAT USE OF PAINT FOR DISPOSAL OF RUST OR SIMILAR.
4 YOU MUST PERIODICALLY CHECK AND ENSURE THAT THE SCREWS ARE FULLY TIGHTENED.

5 IT IS RECOMMENDED THAT YOU USE THE APPROPRIATE COVERINGS FOR FURNITURE IN ORDER TO EXTEND THEIR OPERATION.
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ASSEMBLY INSTRUCTIONS

c BEFORE STARTING THE INSTALLATION, YOU SHOULD READ.

1. II?I'IEE\;IASSE SHARE AND GROUP ALL THE PARTS TO MAKE SURE THAT THE PACKAGE CONTAINS ALL OF THESE
2. IN ORDER TO AVOID ALL SORTS OF DAMAGE DURING ASSEMBLY, PLEASE SPREAD A SOFT PAD.

3. FOLLOW THE STEP BY STEP IN ACCORDANCE WITH THE INSTALLATION INSTRUCTION

4. PLEASE USE THE WASHERS

5. DO NOT OVER-TIGHTEN NUTS AND BOLTS DURING ASSEMBLY.

6. NUTS AND BOLTS SHOULD BE FINALLY TIGHTENED AFTER ATTACHING ALL THE ELEMENTS.

PARTS LIST LIST OF TOOLS

M&X15MM

Cc 2PCS

F @ 1PC

D =" | 1PC
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THE NEXT STAGE OF THE INSTALLATION

STEP 2. TIGHTEN ALL SCREWS COMPLETELY ONE AFTER THE OTHER.

STEP 1. INSTALL THE CORRECT BOLTS BUT DO NOT TIGHTEN THEM COMPLETELY AT THE BEGINNING

& DON'T TIGHTEN THE SCREWS ALL THE WAY BEFORE

STARTING THE NEXT ASSEMBLY DURING THE INSTALLATION
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MAINTENANCE AND CLEANING
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CLEANING: WIPE WITH A DAMP CLOTH. DO NOT USE BLEACH, SOLVENTS OR ABRASIVE CLEANERS ON THE PART OF THE FRAME OR MADE

OF WICKER.

WHEN THE VARIABLE WEATHER AND WINTER, WE STRONGLY RECOMMEND TO SOFA WAS SORTED IN A DRY PLACE UNDER THE HOOD.

BEFORE STORAGE, PLEASE MAKE SURE THAT THE SOFA IS CLEAN AND DRY.
IF YOU HAVE DAMAGED TO PARTS OF METAL, IT IS RECOMMENDED THAT USE OF PAINT FOR DISPOSAL OF RUST OR SIMILAR.

YOU MUST PERIODICALLY CHECK AND ENSURE THAT THE SCREWS ARE FULLY TIGHTENED.

IT IS RECOMMENDED THAT YOU USE THE APPROPRIATE COVERINGS FOR FURNITURE IN ORDER TO EXTEND THEIR OPERATION.
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